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DOCUMENT- IDENTIFIER: US 20020082480 Al 

TITLE: Medical device systems implemented network scheme for remote patient management 
CLAIMS : 

1. An internet -based method for a paid service to maintain data connectivity of a 
remote medical device-configured patient to a database network and to enable medical 
device data exchange and processing, comprising the steps of: receiving in a 
substantially continuous manner at a database network site first data inputs uniquely 
representative of sensed physiologic information from a specific medical device 
configuration of a patient using said medical device configuration; enabling the 
database network site to communicate with at least one web -enabled web- site and to 
receive web-site originated signals requesting access to representations of said first 
data inputs from said database ,- and monitoring data packages to determine revenue for 
the service. 

8. An internet-based method for a paid service to maintain connection of a remote 
medical device configured patient to a database network and for medical device data 
exchange and processing comprising the steps of: providing a web-site in a web -enabled 
system, the web-site having a user interface which includes a sign-in input to enable 
access to a database network site associated with said web - enabled system; receiving in 
a substantially continuous manner at the database network site first data inputs 
uniquely representative of sensed physiologic information from a specific medical 
device configuration of a patient using said medical device configuration; receiving at 
the web-site second data inputs requesting access to representations of said first data 
inputs available at said database ; and enabling the originator of said second data 
inputs to have access to the database via the secure web site to view representations 
of said first data inputs . 

14. An internet-based method for a paid service to maintain data connectivity of a 
remote medical device-configured patient to a database network and to enable medical 
device data exchange and processing, comprising the steps of: receiving in a 
substantially continuous manner at a database network site first data inputs uniquely 
representative of sensed physiologic information from a specific medical device 
Configuration of a patient using said medical device configuration; initiating 
processing of said first data inputs to produce user accessible signals which represent 
the first data inputs in a user accessible format to enable action based on 
observations of the user accessible signals; and enabling the database network site to 
communicate with at least one web -enabled web-site and to receive web-site originated 
signals requesting access to representations of said first data inputs from said 
database . 

'2 9. An internet -based method for a paid service to rate the relevance and value of user 
selections of health related information sites in a web-based environment, comprising 
the steps of: providing a web-site in a web -enabled system, the web-site having a user 
interface which includes a sign-in input to enable access to a database network site 
associated with said web -enabled system; receiving at the database network site first 
data inputs uniquely representative of sensed physiologic information from a specific 
medical device configuration of a patient using said medical device configuration; 
receiving at the web-site second data inputs requesting access to representations of 
said first data inputs available at said database ; and enabling the originator of said 
second data inputs to have access to the database via the secure web site to view 
representations of said first data inputs ; providing web-site options to the originator 
whereby the originator may seek information in the web -enabled system responsive to the 
viewing of representations of said first data inputs ; and using automatic 
software-based steps to compare and rate the relevance and value of the web sites 
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selected by the originator in relation to the physiologic condition of the patient. 

73. An internet-based method in a web - enabled system for a paid service to connect a 
remote patient to a database network for medical device data exchange and processing 
comprising the steps of: providing a web-site in a web -enabled system, the web-site 
having a user interface which includes a secure sign-in input to access a database 
network site associated with said web -enabled system; automatically receiving at the 
database network site first data inputs uniquely associated with a specific medical 
device and patient using said medical device; receiving at the web-site second data 
inputs requesting access to representations of said first data inputs ; confirming the 
identity of the medical device, the patient, and the originator of said second data 
inputs ; and enabling the originator of said second data inputs to have access to the 
database to view representations of said first data inputs . 

74. An internet -based method in a web -enabled system for a paid service to connect a 
remote patient to a database network for medical device data exchange and processing 
comprising the steps of: providing a web-site in a web -enabled system, the web-site 
having a user interface which includes a secure sign-in input to enable access to a 
database network site associated with said web -enabled system; periodically receiving 
at the database network site first data inputs uniquely associated with a specific 
medical device and patient using said medical device; receiving at the web-site second 
data inputs requesting access to representations of said first data inputs ; confirming 
the identity of the medical device, the patient, and the originator of said second data 
inputs ; and enabling the originator of said second data inputs to have access to the 
database via the secure web site to view representations of said first data inputs . 
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